
HATCH – Raised, Heavy Duty Commercial, Watertight      Model 3212 Features

ISO 9001:2008

• Below Deck • Forepeak Area •
• Main Deck • 

HEAVY-DUTY COMMERICIAL 
DESIGN FEATURES

• Class Accepted Construction

• Custom Sizing, Width, Length and
Coaming Heights

• Aluminum, Steel or Stainless-Steel Panel
Construction

• Various Raised Coaming Options,
Radius or Mitered Corners

• Bolt-in or Weld-in Frame Types

• Forged Steel Dogs Individual Dogs

• Quick-Acting Bronze Dogs with Stainless
Steel Linkage

• Bronze or Aluminum Wheels (Optional
Exterior Flush Socket)

• Heavy Duty Blade Hinges with Spring
Assist

• Available Sensors, Hold-Opens or Hasp
& Eye

FREEMAN MARINE Heavy-Duty Commercial Watertight 
hatches feature thick formed exterior panel in aluminum, steel 
or stainless construction, extra internal stiffening to meet 
rugged requirements for maritime doors. Model 3212 hatch is 
available as an individually dogged or upgrade to quick-
acting versions. When specified Freeman Marine’s Model 
3212 can be provided with insulation with interior hatch skin 
along with a commercial Alexseal paint finish to your color 
specifications. Model 3212 Hatch offers coiled spring assist or 
gas struts operation to assist lift and secure hatch in open 
position. Solidly constructed commercial grade hatch, Freeman 
Marine’s Model 3212 hatches are suitable for the following 
typical installations:
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