
RELIABILITY  
With over 150 years of collective experience in the design, engineering and 
manufacturing of marine closures, we are one of the leaders in North  
America for marine closures.

SERVICEABILITY
We offer onsite commissioning, annual maintenance, repairs and  
replacement parts. 

MARKET LEADERS
As one of the largest manufacturers in the world, delivering standard and 
custom doors, windows, specialty glass, hatches, cranes and accessories  
for all kinds of marine applications.

“INDUSTRY-LEADING” HASSLE-FREE  WARRANTY 
We are committed to delivering solutions that meet our customer’s 
requirements. We offer after-sales service and commissioning support for  
all products sold.

All Non-Powered Equipment:  
• Platinum Warranty - 36 months from the date of shipment

All Powered Equipment: 
• Standard Warranty - 24 months from the date of shipment

 • Onsite commissioning required by  AdvanTec Marine or certified 
technician for an  additional 12-month extension

SCAN THE QR CODE  
for more information on  
our terms & conditions

OUR CERTIFIC ATIONS

SGCC
SGCC is the third party sponsor of a certification 

program, which provides for the certification of safety 
glazing materials and glass tempering.

Welding Workshop Approval Certified by 
DNV-GL (WWA DNV-GL)

Guarantees high quality for all the important parts of 
ships, maritime installations and their components, 

our DNV GL rules require that welding work be carried 
out by approved companies or workshops.

Canadian Wood Pallet & Container Association 
(CWPCA)

The Canadian Heat Treated Wood Products 
Certification Program (HT Program) is an official 

certification system for the export of wood products to 
countries requiring heat treatment prior to entry.

International Organization of Standards  
(ISO 9001-2015)

ISO 9001 is defined as the international standard that 
specifies requirements for a quality management 

system (QMS).

International Organization of Standards  
(ISO 614-2012)

Certification in Ships and marine technology — 
Toughened safety glass panes for rectangular windows 
and side scuttles — Punch method of non-destructive 

strength testing.

 THE ADVANTEC ADVANTAGEABOUT USA SLIDING DOORS:
USA Sliding Doors are manufactured in our AdvanTec Manufacturing USA to meet The Jones Act and Buy American requirements. 
We produce high-quality electro-hydraulic and all-electric watertight sliding doors. Our doors are custom designed and 
engineered for easy installation with standard hand tools. In addition, our watertight doors are reliable and easy to maintain. We 
are specialists in designing and manufacturing both marine and land-based door closures. 
 
USA Sliding Doors serves the Maritime and Civil Industry. We have supplied watertight doors for the US Navy, Foreign Militaries, 
and multiple Commercial and Civil applications.  
 
We are known for our Class II and Class III vertical and horizontal watertight doors. We are a US Certified Vendor under Cage Code 
N. 1TML7, which allows us to supply the US Navy with doors found on the T-AKE, MLP/ESB, T-AGM and T-AO vessels. Our doors 
can be custom designed to meet Class and Shipyard requirements.
 
ABOUT ADVANTEC:
AdvanTec is a collaboration of brands that specializes in the design, engineering, and manufacturing of a wide variety of marine 
products. As one of the largest marine manufacturers in the world, with over 150 years of experience collectively from their brands, 
they have been one of the leaders in innovation and creative manufacturing systems.

Scan for more information

PRODUCT LINE



PERSONNEL WATERTIGHT 
SLIDING DOORS

•	 MINIMUM CLOSING TIME:  
	 • 40 Seconds

•	 NUMBER OF DOG PINS:  
	 • 10

•	 SAFETY FEATURES:
	 • Hazard Lights
	 • Hazard Buzzer
•	 GASKET: 

	 • Neoprene

•	 MINIMUM CLOSING TIME:  
	 • 40 Seconds

•	 NUMBER OF DOG PINS:  
	 • 10

•	 SAFETY FEATURES:
	 • Hazard Lights
	 • Hazard Buzzer
•	 GASKET: 

	 • Neoprene

DOUBLE ELECTRIC/ DOUBLE ELECTRO-HYDRAULIC

SINGLE ELECTRO-HYDRAULIC/ SINGLE ELECTRIC

STANDARD FEATURES

OPTIONAL FEATURES

M O D E L  1 0 0 2 /  M O D E L  1 0 0 3

M O D E L  1 0 0 4 /  M O D E L  1 0 0 8

Dual electro-hydraulic sliding 
personnel door, watertight to  
40’ head pressure.
•	 WEIGHT: 897  LB (Approx.)
•	 POWER REQUIREMENTS:
          460VAC, 60Hz, 30A, 3 Phase
          (AVG: 4 kW)

Single electric sliding personnel  
door, watertight to 32’ head 
pressure.
•	 WEIGHT: 2196  LB (Approx.) 
•	 POWER REQUIREMENTS:
          115VAC, 60Hz, 40 A
          (AVG: 575W)

Dual electric sliding personnel door,  
watertight to 32’ head pressure.
•	 WEIGHT: 2600  LB (Approx.)
•	 POWER REQUIREMENTS:
          115VAC, 60Hz, 40 A
          (AVG: 575W)

Single electro-hydraulic sliding 
personnel door, watertight to 40’ 
head pressure. 
•	 WEIGHT: 897  LB (Approx.)
•	 POWER REQUIREMENTS:
          460VAC, 60Hz, 30A, 3 Phase
          (AVG: 4 kW)

*Custom sizes and pressures available upon request

M O D E L  1 0 0 3

M O D E L  1 0 0 8

M O D E L  1 0 0 2

M O D E L  1 0 0 4

•	 DOOR MATERIAL:
	 • Mild Steel
	 • Aluminum
•	 OPERATION:
	 • Manual (Hand Crank)
	 • Electrically Powered
	 • Locally Operated
	 • Bridge Controlled

•	 DOOR MATERIAL:
	 • Mild Steel
	 • Aluminum
•	 OPERATION:
	 • Manual (Hand Crank)
	 • Electrically Powered
	 • Locally Operated
	 • Bridge Controlled

STANDARD FEATURES

STANDARD FEATURES

CARGO WATERTIGHT 
SLIDING DOORS

•	 MINIMUM CLOSING TIME:  
	 • 40 Seconds

•	 NUMBER OF DOG PINS:  
	 • 12

•	 SAFETY FEATURES:
	 • Hazard Lights
	 • Hazard Buzzer
•	 GASKET: 

	 • Neoprene

•	 MINIMUM CLOSING TIME:  
	 • 40 Seconds

•	 NUMBER OF DOG PINS:  
	 • 12

•	 SAFETY FEATURES:
	 • Hazard Lights
	 • Hazard Buzzer
•	 GASKET: 

	 • Neoprene

DOUBLE ELECTRIC/ DOUBLE ELECTRO-HYDRAULIC

SINGLE ELECTRO-HYDRAULIC/ SINGLE ELECTRIC

M O D E L  1 0 0 0 /  M O D E L  1 0 0 5

M O D E L  1 0 0 6 /  M O D E L  1 0 0 7

Dual electro-hydraulic sliding  
cargo door, watertight to 22’  
head pressure.
•	 WEIGHT: 2240  LB (Approx.)
•	 POWER REQUIREMENTS:
          460VAC, 60Hz, 30A, 3 Phase
          (AVG: 4 kW)

Single electric sliding cargo door, 
watertight to 22’ head pressure.
•	 WEIGHT: 4780  LB (Approx.) 
•	 POWER REQUIREMENTS:
          115VAC, 60Hz, 40 A
          (AVG: 575W)

Dual electric sliding cargo door, 
watertight to 22’ head pressure.
•	 WEIGHT: 4890  LB (Approx.)
•	 POWER REQUIREMENTS:
          115VAC, 60Hz, 15A
          (AVG: 920W)

Single electro-hydraulic sliding  
cargo door, watertight to 22’  
head pressure.
•	 WEIGHT: 2260 LB (Approx.)
•	 POWER REQUIREMENTS:
          460VAC, 60Hz, 30A, 3 Phase
          (AVG: 4 kW)

*Custom sizes and pressures available upon request

M O D E L  1 0 0 5

M O D E L  1 0 0 7

M O D E L  1 0 0 0

M O D E L  1 0 0 6

•	 DOOR MATERIAL:
	 • Mild Steel
	 • Aluminum
•	 OPERATION:
	 • Manual (Hand Crank)
	 • Electrically Powered
	 • Locally Operated
	 • Bridge Controlled

•	 DOOR MATERIAL:
	 • Mild Steel
	 • Aluminum
•	 OPERATION:
	 • Manual (Hand Crank)
	 • Electrically Powered
	 • Locally Operated
	 • Bridge Controlled

STANDARD FEATURES

STANDARD FEATURES

Hydraulic Accumulator
(Emergency operation)

Remote Access Bridge Control
(Controls up to 10 doors)

Hydraulic Remote
Hand Pump

(Range: one deck above)

Hydraulic Hand Pump
(Centrally Located)

Tapered Dogging Pins Electrial Box
with hazard lights 
and local controller 


